
UNITAN K

SAFETY LEVEL                      S3 HI CI SRC 
STANDARDS        EN ISO 20345:2011 

Safety toe-cap
(resistant up to 240J)
Penetration-resistant midsole
(resistant up to 1 430N)

Antislip sole

Antistatic footwear

Energy absorption in the heel regionE

COMPOSITION

Upper

Lining

Toe-cap

Footbeds

Sole
Net weight/pair
(size 42)
Sizes

Item code

Penetration
Resistant midsole

Full grain leather  water & oil resistant

Mesh-lining: ventilated + antibacterial + abrasion resistant

Composite (fiberglass)

Removable + antibacterial

Textile (Kevlar)

Extra light PU2D

1 500g

37-48 / F6-13

RUKG3

FIBERGLASS
240J

KEVLAR
1 430N

37/48

1,500KGMESH-LINING

S3

SRC High performance grip
SRC = SRA* + SRB**

HIGHLIGHTS    Perfect grip on muddy or rocky surfaces

FO Fuel Oil resistant outsole

WRU Water resistant upper

CI Insulation against Heat & Cold
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ALL TERRAIN RANGE

Height 28 cm

Feature Fore, back & lateral bumpers against shocks

made in France

Distributed By:
Address: 
Lot 9, Jalan Pantai Perkelahan Kampung 
Lumut, Seria, KC 3035 Brunei 
Darussalam

Contact Information:
Tel: 3222538 Fax: 3221238 E-
Mail: info@homansb.com
Website: www. homansb.com


